Full IP65 Digital Signage

Network Player Gold (HD)

19" MODEL NAME:R19LS02-65M1PG

CHASSIS TYPE
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% Note: this is a simplified drawing and some components are not marked in detail.
Please contact our sales representative if you need further product information.

System Specifications

LCDOptical Spec: Input/Output:

. i i : * Network connection
o gi(;t;vlepigplay Area g?ZGQZin;qTélﬁz);(j:q;OGmm(V) Ethernet LAN : 1 x RJ45-10/100/Mbps
° Number of Pixels ©1280x1024
e Contrast Ratio © 800:1
e Display Color . 16.7M(8bits/color)
< Brightness(cd/m2) ~ : 300
° View Angle(CR>=10) : -80~80(H);-80~80(V) e Operating Temperature: 0 to 50°C
e Humidity . 5-85%@50C
e General
Storage Media : CF(1GB Optional with bigger capacity) e -
(Need to be Linux ext2 format)
Content Upd?te : Ethernet/WLAN/USB flash drive « Power Adapter . 110V AC in
VESA Mountlng + Yes . ) ¢ Power Consumption : Approx:35W
Mechanical . Full IP-65 Stainless Chassis « Power Source - AC100~240V, Universal, £10%
e Content
Video Format Support : MPEG1,MPEG2,MPEG4,WMV9,DAT,VOB,
Divx,Xvid,H264
Graphic Forma Support : JPEG,BMP,PNG
Text Banner . Variable scrolling speed and position « Mounting Stand
Support

APPROVALS & CERTIFICATES

This product have been tested/type approved by the following classification sociefties:

. Ecc CE FES &8

*All Product specifications are subject to change without notice. All copyrights and belong to their respective companies. Rev. |R Revised Date
1.0 First release Dec-09-08
1.1 Add Drawing Mar -19-09
1.2 Spec change Oct-13-09
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